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EXIT CAPACITY

The internal area allocated to customer use on the ground floor extends to approximately 85m2 (excluding area behind the bar). Using the standard 2 persons per M2 this would equate to

170 persons. However, the arrangement of fixed seating is likely to reduce this number to circa 140 persons. There is an outside seating area which could cater for around 30 persons. It is

possible that the onset of inclement weather would cause persons in the external area to move indoors at a time when the premises would be busy. Customer numbers on the ground floor

could therefore increase to around 170. The numbers on the small first floor lounge which is provided with settees and the like are likely to be no more than 30. The staff compliment is likely

to be circa 10 giving a total occupancy of 210.

This assessment relates to the provision of a variation in the entertainment licence which is not required to extend to the first floor. Whilst the first floor has a separate alternative escape

route, it cannot be discounted that some persons on the first floor would attempt to escape via the accommodation stairs and the ground floor final exits. Thus, assuming the total

compliment on the first floor uses this latter alternative, the total pressure on the exit capacity would be 210.

There are two final exits on the ground floor. One is via the rear final exit door which gives 1100mm clear opening width (COW). The existing final exit arrangement at the front of the

premises will need to be altered to cater for the additional required exit capacity as it has to be assumed that one of the exits on the ground floor will be unavailable.

It is proposed to increase the COW at both the final exit doors and the internal vestibule doors to at least 1100mm. However, physical constraints may result in a maximum available COW

of only 1070mm. According to BS9999 2017, the occupancy for a category 2 risk profile can be determined from 1070/4.1 = 260 persons. This is comfortably in excess of the 210 person

capacity required.

The justification for employing BS9999 2017 arises from the fact that the building has in place a package of fire safety measures in compliance with the minimum stipulated in clause 15 of

that standard and that  management oversight could now be determined to meet the definition of level two in table 5 of clause 7.
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EXISTING GROUND FLOOR LAYOUT
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EXISTING FIRST FLOOR LAYOUT

TOILET PROVISION FOR CUSTOMERS

There is an accessible wc facility on the ground floor. Both male and female toilets are

situated on the first floor. The female toilets comprise 5no stalls and 5no WHBs which

will provide for 125 females in accordance with Table 11 of BS6465-1 2006. The gents

toilet is equipped with 2no stalls and 3no urinals which will provide for 150 males. The

male toilets will require 3no WHBs to comply with Table 11 of the aforementioned

standard..
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